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ABSTRAK 

Tujuan dari penelitian ini adalah untuk melakukan optimasi bahan susun dan 
proses. Produksi batako sekam padi untuk mendapatkan batako yang dicetak 
manual tanpa mesin, agar sesuai standar SNI 03-0349-1989 tentang bata beton 
atau batako.penelitian ini menggunakan metode eksperimental yang dimulai dari 
investigasi. Bahan susun batako, pembuatan dan pengujiannya bahan susun 
batako meliputi, semen, pasir, dan sekam padi yang dicampur dalam berbagai 
variasi.pencetakan dilakukan secara manual tanpa bantuan mesin, sesuai 
dengan SNI 03-0349-1989. batako dengan bahan susun semen, pasir, dan 
sekam padi dengan perbandingan 1 : 8 : 5%, akan menghasilkan dengan kuat 
tekan tertinggi pada umur tujuh hari dengan penambahan sekam padi 1% 
sebesar 82,469 kg/cm2 pada umur delapan hari dengan penambahan sekam 
padi 2% sebesar 78,025 kg/cm2, sementara syarat lulus benda uji menurut SNI 
03-0349-1989 adalah 25 kg/cm2. 
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ABSTRAK 

The purpose of this research is to optimize the stacking materials and processes 
production of rice husk bricks that are printed manually whihout a machine to 
comply whit SNI 03-0349-1989 standard regarding concrete brickh or brickh. This 
study uses an experimental method that starts from the investigation bulding 
blocks, making bricks and testing them. Brick stacking materials include cement,  
sand, and rice husk mixed in various variations method, printing is done manually 
without the help of machines in accordance whit SNI 03-0349-1989, tests to be 
carried out whit compressive strength and water absorption  bricks whith cement 
stacking material: pair, rice husk whith a ratio of 1:8:5% will produce the highest 
compressive stregth at the age of seven day whith the addition of 1% rice husk of 
82,469 kg/cm2, at the age of twenty eight day whit the addition of rice husk 2% of 
78,025 kg/cm2, and the compressive strengthof bricks in the market is 23,704 
kg/cm2. while the requirements for passing the test object according to SNI 03-
0349-1989 are 25 kg/cm2.  

Keywords : Rice Husk Brick 

 

 

 

 

 


